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END OF NEW 7”
GRANITE CURB. MEET
LINE AND GRADE OF
EXISTING CURB SMOOTH.
MINIMUM LENGTH OF
TRANSITION TO 5’
OFFSET SHALL BE 75
OR AS SPECIFIED BY
CR ENGINEER.
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\ / E \SPEED TABLE AND CROSSWALK

L4.6

mCONCRETE PAVING

PAINTING

FINAL LOCATION AND DETAIL OF
SPEED TABLE SHALL BE BY DCR
ENGINEERING DESIGN. WALKWAY
LOCATIONS SHALL COORDINATE
WITH FINAL SPEED TABLE LOCATON
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CONCRETE PAVING
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N

BITUMINOUS CONCRETE—
PAVING PEDESTRIAN

BITUMINOUS CONCRETE PATCH
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ﬂE\ Speed Table and Crosswalk Painting

PROTECT EX. PAVING TO
REMAIN, TYP.
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PAVING SHALL MEET EXISTING
PAVEMENT SMOOTH
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3" MULCH
3" HIGH SAUCER

18" TYP,

~~—— BACK FILL

SPACING VARIES

SECTION

/H"\ Shrub Planting

(SEE PLANT LIST)

PLANTING MEDIUM
AS SPECIFIED.

—p————— SUBGRADE

1) SHRUBS SHALL BE WATERED TWICE DURING
PLANTING.

12° TvP. SHRUB SHALL BE PLUMB AFTER

4) PLANT MATERIAL SHALL NOT BE BROUGHT
THE SITE IN WIRE BASKETS OR IN

POLY—-BURLAP.

5) UNTIE ALL ROPES AND REMOVE ALL WIRE

BASKETS. ROLL JUTE BURLAP BACK 1/3 FROM

TOP OF BALL PRIOR TO BACK FILLING.

W NOT TO 8CALE

WATERING BASIN ON
UPHILL SIDE OF TREE

1) SHRUBS SHALL BE WATERED TWICE DURING THE FIRST 24 HOURS

OF ROOT BALL SHALL BE ABOVE ORIGINAL
L GRADE. DO NOT COVER ROOT FLARE WITH
SOIL OR MULCH.
CUT & ROLL BACK 1/3 OF BURLAP
BEFORE BACKFILLING. COMPLETELY REMOVE ANY
SYNTHETIC BURLAP AND/OR LACING
2-3" AGED PINE BARK MULCH MAX.
(PULL MULCH AWAY FROM BASE OF SHRUB)

3" HIGH EARTH WATERING SAUCER AROUND
DOWNHILL SIDE OF TREE

ON TOP OF UNDISTURBED SOIL

SHRUB SHALL BE PLUMB AFTER SETTLEMENT.

PLANTING.
gi CLEANLY PRUNE ALL DAMAGED BRANCHES.
4

PLANT

MATERIAL SHALL
BASKETS OR IN POLY—BURLAP.

NOT BE BROUGHT TO THE SITE IN WIRE

m Shrub Planting on Slope

L47/ NorToscas

SEEDED LAWN PER SPECIFICATIONS

/~  ON SHEET L4.8
A

1
4

I

GECTION SET BALL DIRECTLY ON TOP OF
UNDISTURBED SOIL
1{VIA1$MMSHALLEFLNDDTVIIOEDURING1HEHRST24HOIRSAHER

2) DO NOT CUT LEADER. TREE WRAP SHALL NOT BE USED.
CLEANLY PRUNE ALL DAMAGED BRANCHES.

4) TREE SHALL HAVE STRAIGHT TRUNK AND BE PLUMB AFTER SETTLEMENT.
wﬂu&mmwuwmwwmmmmm

fli\ Tree Planting
W NOT TO SCALE

WATERING BASIN ON
UPHILL SIDE OF TREE

EX. SLOPE:

(PULL MULCH AWAY FROM TRUNK OF

3" HIGH EARTH WATERING SAUCER AROUND
DOWNHILL SIDE OF TREE

x GENTLY SMOOTH SOIL INTO
l N SURROUNDED GRADE
\ =i EX. SLOPE
BACKFILL USING

SHALLOW msml. ROOTBALL O ROOT BALL SET BALL DIRECTLY
HOLD WATER ON DPHILs ON TOP OF UNDISTURBED SOIL

SIDE OF TREE PIT 2-TINES BALL SIZE

1) WATERING SAUCER SHALL BE FLOODED TWIGE DURNG
E FIRST 24 HOURS AFTER

@ Deciduous Tree Planting on Slope

W NOT TO SCALE
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PROETCT EXISTING TREE TO REMAIN

CUT SLOPE AS PER GRADING PLANS
(2:1 SLOPE MAX.)

CUT SLOPE VEGETATION — USE SEED SLOPE SEED MIX

BETWEEN INSTALLED SHRUB AND TREE PLANTINGS

PROPOSED NEW 7° CURBLINE

EXISTING SLOPE
1.5% CROSS—
SLOPE, YR\ ) . ax cross
-~ ™. ’
N~~~

MOW STRIP
LAWN SEED
MIX
VARIES s -
CUT SLOPE WALKWAY VARIES, SEE PLAN (5' MIN.)

U
3 F#’ﬁ

N

F

Section - Walkway along Cut Slope Areas

NOT TO SCALE

SEMIBg..ntt)ugrr? chmdﬂcl;‘ rIISE COMMON NAME SIZE COMMENTS  SPACING
AA 51 | Aronia arbutifolia ‘Brilliantissimma’ Brilliant Red Chokeberry #5 cont CONT | 4’ oC
AR 5 Acer rubrum ‘Red Sunset’ Red Sunset Red Maple 3"-3 1/2" cal. | B&B -
CP 49 | Comptonia peregrina Sweetfern #1 cont CONT 2.5' oC
FG 3 Fothergilla gardenii Dwarf Fothergilla #3 cont 2.5’ 0C
LT 4 Liriodendron tulipifera Tulip Tree 3"-3 1/2” cal. | B&B -
QR 6 Quercus rubra Red Oak 3"-3 1/2" cal. | B&B -
QP 2 Quercus palustris Pin Oak 3"-3 1/2" cal. | B&B -
RP 20 | Rhododendron periclymenoides Pinxterbloom Azalea 2-3' ht B&B 4’ 0C
RA 29 | Rhus aromatica Fragrant Sumac #3 cont CONT | 4 oC
RC 32 | Rhus copallina latifolia *Prairie Flame’ Prairie Flame Shining Sumac #3 cont CONT | 4 oC
SA 46 | Symphoricarpus alba Snowberry #3 cont CONT 3’ 0C
VA 53 | Vibumum acerifolium Mapleleaf Viburnum #3 cont CONT 3’ 0C
VAN 105 | Vaccinium angustifolium Lowbush Blueberry #3 cont CONT 1.5° OC

SHALL BE COMPOSED OF THE FOLLOWING VARIETIES WHICH SHALL BE MIXED IN THE
PROPORTIONS AND SHALL TEST TO MINIMUM PERCENTAGES, PURITY, AND GERMINATION

SPECIFIED.

COMMON NAME
CREEPING RED FESCUE (FESTUCA RUBRA)

CANADA WILD RYE (ELYMUS CANADENSIS)
PERRENIAL RYEGRASS (LOLIUM PERENNE)

LITTLE BLUESTEM (SCHIZACHYRIUM SCOPARIUM)

BLUE GRAMA (BOUTELOUA GRACILIS)

INDIAN GRASS (SORGASTRUM NUTANS)
ROUGH BENTGRASS (AGROSTIS SCABRA)
UPLAND BENTGRASS (AGROSTIS PERENNANS)
ANNUAL RYEGRASS (LOLIUM MULTIFLORUM)*

* ANNUAL GRASSES SHALL NOT EXCEEED 15%

SEEDING RATE: 35 POUNDS PER ACRE.

GERMINATION  PURITY
MINIMUM
85% 95%
20% 20%
90% 90%
90% 90%
85% 92%
90% 90%
85% 90%
85% 90%
85% 92%

SHALL BE COMPOSED OF THE FOLLOWING VARIETIES WHICH SHALL BE MIXED IN THE
PROPORTIONS AND SHALL TEST TO MINIMUM PERCENTAGES, PURITY, AND GERMINATION

SPECIFIED.

COMMON NAME
CREEPING RED FESCUE

OR CHEWING'S FESCUE
KENTUCKY BLUEGRASS (FYLKING)
MANHATTAN PERENNIAL RYE

RED TOP

* ANNUAL RYEGRASS SHALL NOT EXCEEED 5%

20%
25%
5%

SEEDING RATE: 8 POUNDS PER 1000 SQUARE FOOT.

GERMINATION  PURITY
MINIMUM
85% 95%
90% 90%
90% 90%
85% 92%
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