
Burrage Pond WMA NAWCA Flume Specifications

4 4.0' Steel Box 29' 8.0' 48" G4 G8 Remove & Replace with Culvert Only

43 4.0' Steel Box 75' 8.0' 36" G11 G12A Remove & Replace with New Flume

45 4.0' Steel Box 35' 8.0' 36" G10 G11 Remove & Replace with New Flume

48 4.0' Steel Box 37' 8.0' 36" G8 G10 Remove & Replace with New Flume

52 4.0' Steel Box 55' 8.0' 36" G8 CANAL Remove & Replace with New Flume

53 4.0' Steel Box 55' 8.0' 48" G10 CANAL Remove & Replace with New Flume

14 50" Concrete 36' 6.0' 36" UB  G8 Remove sediment & replace all boards

17 65" Concrete 30' 7.0' 36" UB  LB Remove sediment & replace all boards

15 4.0' Steel Box 34' 6.0' 36" G5  G8 Remove & Fill Dike

16 4.0' Steel Box 73' 5.0' 36" G5  CANAL Remove & Fill Dike

54 4.0' Steel Box 36' 8.0' 48" G11 CANAL Remove & Fill Dike

57 4.0' Steel Box 124' 8.0' 36" LB  G11 Remove & Fill Dike


