
 

 

 

  

 

 

This information is available in alternate format. Call Michelle Waters-Ekanem, Diversity Director, at  617-292-5751. TDD# 1-866-539-7622 or 1-617-574-6868 
MassDEP Website: www.mass.gov/dep 

Printed on Recycled Paper
 

 

July 17, 2013 
 

Jeremy Bergstrom 
Berkshire Power Company, LLC 
36 Moylan Lane 
Agawam, Massachusetts  01001 
 
 

Re: Agawam 
Transmittal No.:  X255080 
Application No.: WE-13-012 
Class: OP-8 
FMF No.: 274425 
AIR QUALITY PLAN APPROVAL 

 
Dear Mr. Bergstrom: 
 
The Massachusetts Department of Environmental Protection (“MassDEP”) has reviewed 
the Limited Plan Application (“Application”) from Berkshire Power Company, LLC, 36 
Moylan Lane, Agawam, Massachusetts ("Berkshire Power") listed above. This 
application serves to consolidate existing permits and amendments to those permits into 
one approval while correcting obsolete language references, deleting completed 
requirements, and changing some terms and conditions of the existing approvals in 
order to provide clarity. Further, a new carbon monoxide ("CO") emission limit for the 
first 60-minutes of combustion turbine startup and emission limits for the non-typical 
operating events "protective load shed", "equipment tuning" and "re-commissioning" are 
defined and established herein. This Air Quality Plan Approval does not change 
Berkshire Power’s annual potential emissions. 
 
This consolidated Air Quality Plan Approval incorporates all applicable 
requirements and supersedes the provisions of all previous Air Quality 
Approvals, as listed in Table A on Page 3. 
 
This Application was submitted in accordance with 310 CMR 7.02 Plan Approval and 
Emission Limitations as contained in 310 CMR 7.00 “Air Pollution Control,” regulations 
adopted by MassDEP pursuant to the authority granted by Massachusetts General 
Laws, Chapter 111, Section 142 A-J, Chapter 21C, Section 4 and 6, and Chapter 21E, 
Section 6. MassDEP’s review of your Application has been limited to air pollution control 
regulation compliance and does not relieve you of the obligation to comply with any 
other regulatory requirements. 
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The change in the startup CO emission limit is a non-major modification of the existing 
Prevention of Significant Deterioration ("PSD") permit (Application No. 1-X-95-093 dated 
September 7, 1997). Non-major PSD permit modifications shall be processed according 
to the procedural requirements of 40 CFR Part 124 applicable to new PSD permits. 
Therefore, MassDEP provided for a 30 day public comment period on this change. 
 
Public notice of the Proposed Air Quality Plan Approval was published in accordance 
with the requirements of 40 CFR 124 in the Springfield Union News/Sunday Republican 
on June 12, 2013. The Public Notice was also published in the MEPA Monitor on June 
12, 2013. As such, the public comment period ended at 5:00 pm on July 15, 2013. No 
public comments were received. 
 
MassDEP has determined that the Application is administratively and technically 
complete and that the Application is in conformance with the Air Pollution Control 
regulations and current air pollution control engineering practice, and hereby grants this 
Plan Approval for said Application, as submitted, subject to the conditions listed below. 
 
Please review the entire Plan Approval, as it stipulates the conditions with which the 
Berkshire Power owner/operator (“Permittee”) must comply in order for the facility to be 
operated in compliance with this Plan Approval.  
 
1. DESCRIPTION OF FACILITY  
A. Site Description and Location 
The Berkshire Power site consists of approximately 40 acres of land situated in a 
triangle formed by Silver Street, Route 75 (Suffield Street), and Shoemaker Lane in 
Agawam, Massachusetts. Shoemaker Lane is the major access road for the site, with 
the site entrance located at 36 Moylan Lane. The Berkshire Power facility stack is 
located at (approximately) latitude 46.047648 and longitude -72.648089. 
 
B. Equipment Description 
Berkshire Power operates a combined cycle independent power facility rated at 272 MW 
net nominal output ("the Facility"). The Facility consists of a combustion turbine-generator, 
a heat recovery steam generator ("HRSG") with no supplemental fuel firing, a condensing 
steam turbine generator, a wet mechanical cooling tower, and ancillary equipment. 
Additionally, there are two natural gas-fired chiller engines each rated at 11.34 million 
British Thermal Units per hour ("MMBtu/hr") that are available to cool the intake air for 
additional turbine efficiency and capacity when the ambient temperature is greater than 
55°F, a diesel generator (> 3 MMBtu/hr heat input) to provide safe plant shutdown in the 
event of a total plant loss of power, and a diesel fire pump (< 3 MMBtu/hr). 
 
The primary fuel for the Facility is natural gas with 0.05% sulfur distillate oil as the 
backup fuel. Combustion turbine oil use is limited to 720 hours per year. Additionally, no 
distillate oil may be burned during the Ozone Season (currently April 1 through 
September 30) of any calendar year, except during initial compliance tests, initial plant 
demonstration and performance tests, or in the event of a power supply emergency, as 
defined in the terms and conditions of this Air Quality Plan Approval. 
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The Facility is based on an ABB GT24 combustion turbine with nominal capacity of 178 
MW and a nominal heat input of 1,792 MMBtu/hr higher heating value ("HHV") at 59°F 
and maximum heat input of 2,112 MMBtu/hr. The hot exhaust gases exiting the turbine 
pass through the HRSG which uses the heat from these gases to produce steam. There 
is no supplemental firing in the HRSG. The HRSG houses an 80% destruction efficiency 
carbon monoxide catalyst followed by an ammonia injection grid and selective catalytic 
reduction ("SCR") system for control of nitrogen oxides from the combustion turbine and 
chiller engines. The steam produced in the HRSG is fed into a condensing steam 
turbine to generate a nominal output of 100 MW of electric power. After passing through 
the HRSG, the exhaust gases are released from a 125 foot tall stack with a 216 inch 
inside diameter that is equipped with continuous emission monitors for nitrogen oxides 
("NOx"), carbon monoxide ("CO"), and ammonia ("NH3"). The Facility does not include 
an auxiliary fossil fuel-fired boiler. 
 
C. Start-up CO Emissions 
Based on review of historical CO emissions during startup, Berkshire Power has 
proposed that the CO permit limit for the first 60 minutes of combustion turbine start-up 
be increased from 1.0 lb/MMBtu to 2.0 lb/MMBtu. Air dispersion modeling was 
performed to assess compliance of the CO ambient air impacts at the proposed start-up 
emission rate with the National Ambient Air Quality Standards ("NAAQS"). Modeling 
results, documented in a letter from Minnich and Scotto, Inc. to Berkshire Environmental 
Consultants, Inc. dated March 7, 2013 demonstrate CO compliance with the NAAQS 
under the proposed startup-conditions. 
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D. Description of Previous Air Quality Plan Approva ls 
The MassDEP issued an initial Conditional Approval to Construct (Transmittal # 
118033; Approval # 1-X-95-093) for the Facility on September 22, 1997, and a number 
of subsequent and associated Conditional Approvals, Conditional Approval 
Amendments and Plan Amendments as listed below in Table A. 
 

Table A 
Approval Type  Approval Date  Approval Description  
Conditional Approval Amendment July 26, 1999 Eliminated the requirement for a CO2 CEMS. 
Conditional Approval Amendment October 8, 1999 Startup/Shutdown Emission Limits, initial stack testing to 

establish. 
Conditional Approval October 26, 1999 CEMS/COMS and SCR approval including requirements for 

annual compliance testing (Note: The requirement to conduct 
annual compliance tests has been subsequently eliminated 
by MassDEP at the request of Berkshire Power.) 

Conditional Approval October 26, 1999 CEMS QA/QC program approval. 
Conditional Approval Amendment February 8, 2002 Establish Startup/Shutdown Emission Limits (Note: This CAA 

was superseded by CAA(2) issued on June 26, 2002.). 
Conditional Approval Amendment May 10, 2002 Annual VOC test requirement (Note: The requirement to 

conduct annual VOC testing has been subsequently 
eliminated by MassDEP at the request of Berkshire Power. 
Ref: Title V Minor Modification, September 12, 2003.). 

Conditional Approval Amendment (2) June 26, 2002 Modify Startup/Shutdown limit for NH3. 
Plan Approval  
Transmittal #X254709 
Application # WE-13-006 

April 5, 2013 Establish a Facility wide HAPs cap and lower the 
formaldehyde emission limits to ensure the Facility meets the 
definition of an Area Source of HAPs. 

 
 
2. EMISSION UNIT (EU) IDENTIFICATION 
Each Emission Unit (EU) identified in Table 1 is subject to and regulated by this Plan Approval: 
 

Table 1 
EU# Description  Design Capacity Pollution Control Device (PCD) 

1 ABB Model GT24 combustion turbine , 
natural gas or distillate oil-fired 

2,112 x 106 Btu/hr selective catalytic reduction  
catalytic oxidation  

2 (2) internal combustion chiller engines, 
natural gas-fired 

11.34 x 106 Btu/hr each selective catalytic reduction  
catalytic oxidation  

Table 1 Key: 
EU# = Emission Unit Number 
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3. APPLICABLE REQUIREMENTS  
 
A. Operational, Production, and Emission Limits 
1. Berkshire Power is subject to and shall not exceed the stack emission limits 

(combined emissions of turbine and chiller engines), the annual emissions, and 
any Operational, Production, and Emission limits specified in Table 1 and Table 2. 

 
Table 1 

Berkshire Power Stack Emission Limits (1) 

Pollutant 
Natural Gas Distillate Oil 

Annual Emissions (tons/year)(2) 
  lb/hr lb/MMBtu  lb/hr lb/MMBtu 

Sulfur Dioxide 4.4 0.0023 110.3 0.0522 56 
Particulate Matter  18.3 0.0105 98.9 0.0468 106(3) 

Nitrogen Oxides 23.6 0.0121 69.2 0.0328 109 

Carbon Monoxide 48.8 None(4) 23.5 0.0112 183 

VOC 8.0  None(4) 40.0 0.0189 47 

Formaldehyde 1.3 0.0006 0.9 0.0004 6 
Sulfuric Acid Mist 1.54 0.0010 35.4 0.0168 18.9 

Nitrogen Oxides 3.5 ppmvd @ 15% O2 

114 ppmvd @ 15% O2 (5) 
9.0 ppmvd @ 15% O2 

114 ppmvd @ 15% O2 (5) 
--- 

Ammonia Ammonia slip ≤10 ppmvd @ 15% O2 109(6) 

Opacity No greater than 10%(7) --- 

(1) Except where noted lb/hr, lb/MMBtu and ppm limits are block-hour limits. The limits apply during all normal operating conditions. 
The limits do not apply during startup, shutdown, protective load shed, equipment tuning or re-commissioning, as defined herein. 

(2) Annual emission limits are based on and assessed as 12-month rolling totals. All operating periods including startup, shutdown 
and malfunction events shall be considered when calculating annual emission rates. 

(3) An additional 4.6 tons per year is emitted from cooling tower drift. 
(4) Since the "lb/MMBtu" emission rates for CO and VOC vary considerably with load and temperature, only "lb/hr" emission rates 

apply. 
(5) Reference: 40 CFR 60.332(a)(1), based on a 4-hour rolling average, calculated for operating hours only. 
(6) Includes breathing and working losses of the ammonia storage tanks. 
(7) Based on a 6-minute block average. 
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Table 2 
Berkshire Power Emission Limits – Natural Gas 

Startup, Shutdown, Protective Load Shed ("PLS") 
Equipment Tuning & Re-Commissioning 

 
Pollutant  Emission Limit  
Nitrogen 
Oxides 

1.0 lb/MMBtu, calculated as follows: 
Startup:  Averaged over the first 60 minutes of combustion turbine operation, and for each 1-hour 
block thereafter over the actual startup time. 
Shutdown: Averaged over the last 60 minutes of combustion turbine operation before going off-line. 
PLS, Equipment Tuning, Re-Commissioning: For each affected hour as a 1-hour block average. 

Carbon 
Monoxide 

2.0 lb/MMBtu applies during the first 60-minutes of combustion turbine operation, calculated as 
follows: 

Startup:  Averaged over the first 60 minutes of combustion turbine operation. 
 
1.0 lb/MMBtu applies during startup for each full operating hour after the first 60-minutes of 
operation, if the first hour of operation was a partial operating hour, and during shutdown, calculated 
as follows: 

Startup:  Averaged for each 1-hour block over the actual startup time (excludes the first hour of 
operation if that hour was a partial operating hour). 
Shutdown: Averaged over the last 60 minutes of combustion turbine operation before going off-line. 
PLS, Equipment Tuning, Re-Commissioning: For each affected hour as a 1-hour block average. 

Ammonia ≤10 ppmvd at 15% 02, calculated as follows: 
Startup: Averaged over the actual startup time. 
Shutdown: Averaged over the last 60 minutes of combustion turbine operation before going off-line. 
PLS, Equipment Tuning, Re-Commissioning: For each affected hour as a 1-hour block average. 

 
Definitions: 
Startup is defined as that period of time, following a period when the unit is off-line, from initiation of combustion 
turbine firing until the unit reaches 50% power output. A startup is limited to 180 minutes duration. 
 
Shutdown is defined as that period of time from when the turbine drops to 50% power output until the point at which 
the combustion process has stopped. A shutdown is limited to 60 minutes duration. 
 
Protective Load Shed (PLS) means an event during which the unit reduces load to less than 50% power output 
without stopping the combustion process to protect the turbine. A PLS event is limited to 240 minutes duration. 
 
Equipment Tuning is defined as the period required to complete the manufacturer’s recommended equipment tuning 
not associated with a major inspection. An equipment tuning event is limited to 240 minutes duration, during which 
time the unit may operate below 50% power output. 
 
Re-Commissioning is defined as the period required to complete the manufacturer’s recommended equipment tuning 
following the completion of a major inspection. The maximum duration that the combustion turbine may operate 
below 50% power output or above normal emission limits during a re-commissioning event (not including startup and 
shutdown) is 30 hours.  
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B. COMPLIANCE DEMONSTRATION  
The Permittee is subject to, and shall comply with, the monitoring, testing, record 
keeping, and reporting requirements as contained in Tables 3, 4, and 5 below: 

 

Table 3 
EU# Monitoring and Testing Requirements  
EU 1 
and 
EU 2 

 

1) Berkshire Power shall comply with all applicable testing requirements contained in 40 CFR Parts 72 and 75. 
 

2) Prior to the time Berkshire Power first combusts fuel oil in the combustion turbine, the Facility will notify 
MassDEP in writing. If MassDEP advises that stack testing is required, Berkshire Power will prepare and 
submit an appropriate testing protocol. 
 

3) Berkshire Power shall conduct annual stratification testing for NOx (using USEPA Method 20 or an alternate 
method approved by MassDEP) and O2. The purpose of these tests shall be to document a representative 
Continuous Emission Monitoring (CEM) sampling location for NOx.  
 

4) The requirement to perform an annual stratification test (or the frequency of this testing) may be changed by 
MassDEP, upon request by Berkshire Power, if in the opinion of MassDEP such testing is no longer needed. 
 

5) If and when MassDEP requires it, Berkshire Power shall conduct emission testing in accordance with USEPA 
Reference Test Methods and Regulation 310 CMR 7.13. 
 

6) Berkshire Power shall (minimally) calibrate, test, and operate a Data Acquisition System(s) ("DAS") and stack 
CEMS to measure and record flue gas emissions of NOx, CO, CO2, O2, and ammonia. For the monitoring of 
CO2, Berkshire Power may use, if they choose, alternative CO2 monitoring provisions as defined in 40 CFR 
Part 75.13 and 40 CFR Part 75 Appendix G. 
 

7) Berkshire Power shall use and maintain its CEMS as “direct-compliance” monitors to measure NOx, CO (and 
VOC), CO2, O2, and ammonia.  
 
“Direct-compliance” monitors generate data that legally documents the compliance status of a source. 
MassDEP shall utilize the data generated by the “direct-compliance” monitors for compliance and enforcement 
purposes.  
 

8) Berkshire Power shall determine continuous compliance with the VOC emission limits (1-hour block average 
and annual) contained herein by monitoring CO emissions with the CO CEM.  
 
If the combustion turbine is operating in a condition of startup, the VOC emissions shall be considered as 
occurring at the startup rate determined in the initial compliance stack test.  
 
If the combustion turbine is operating at 50% load or greater, and if CO emissions are below the CO emission 
limit contained in Table 1, the VOC emissions shall be considered as occurring at the VOC emission limit 
contained in Table 1. 
 
If the combustion turbine is operating at 50% load or greater, and if CO emissions are above the CO emission 
limit contained in Table 1, the VOC emissions shall be considered as occurring at a rate determined by the 
equation  
 
VOCactual = VOClimit x ( COactual / COlimit ) 

 
 

 
9) All emissions, even those attributable to an emergency/malfunction, startup/shutdown or other non-typical 

operation, shall be quantified and included in the determination of annual emissions and compliance with the 
annual emission limits as stated in Table 1 herein. Any period of excess emission of CO shall count as a 
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Table 3 
EU# Monitoring and Testing Requirements  

period of excess emission of VOC, and the excess emission of VOC shall be accumulated towards the 47 ton 
per year annual emission limitation for VOC.  
 
"Emergency" means any situation arising from sudden and reasonably unforeseeable events beyond the 
control of Berkshire Power, including acts of God, which situation would require immediate corrective action to 
restore normal operation, and that causes the source to exceed a technology based limitation under the 
permit, due to unavoidable increases in emissions attributable to the emergency.  An emergency shall not 
include noncompliance to the extent caused by improperly designed equipment, lack of preventative 
maintenance, careless or improper operations, operator error or decision to keep operating despite knowledge 
of any of these things. 
 
“Malfunction” means any sudden and unavoidable failure of air pollution control equipment or process 
equipment or of a process to operate in a normal or usual manner. Failures that are caused entirely or in part 
by poor maintenance, careless operation, or any other preventable upset condition or preventable equipment 
breakdown shall not be considered malfunctions. 
 

10) Berkshire Power shall ensure that all stack monitors and recording equipment comply with MassDEP approved 
performance and location specifications, and conform with the EPA monitoring specifications at 40 CFR Part 
60.13 & 40 CFR Part 60 Appendices B and F, and 40 CFR Parts 72 and 75 and the Code of Massachusetts 
Regulations at 310 CMR 7.00, as applicable.  
 

11) For all CEMS, data validation and frequency for performing daily calibration error (CE) tests and frequency of 
performing routine QA cylinder gas audits (CGA) and Relative Accuracy Test Audits (RATA) may be 
conducted in accordance with the applicable quality assurance provisions for NOx CEMS contained in 40 CFR 
Part 75 Appendix B, Section 2.1 for CE, Section 2.2 for CGA and Section 2.3 for RATA. 
 

12) Berkshire Power shall comply with all the applicable monitoring requirements contained in 40 CFR Parts 72 
and 75 (Acid Rain Program), and 310 CMR 7.00.  
 

13) Berkshire Power shall equip the CEMS with audible and visible alarms to activate when emissions exceed the 
limits established in Tables 1 and 2.  
 

14) Berkshire Power shall operate each CEM at all times except for periods of CEMS quality control/quality 
assurance ("QA/QC") activities, calibration checks, zero and span adjustments, CEM malfunction, 
maintenance or repair. 
 

15) Berkshire Power shall obtain and record valid emissions data from each CEMS for at least 95% of the 
operating hours per calendar quarter. Invalid hours due to periods of CEMS QA/QC activities, calibration 
checks, zero and span adjustments, and preventive maintenance may be excluded from the 95% requirement. 
 

16) Berkshire Power shall maintain a QA/QC program for the long term operation of the CEMs which conforms with 
the applicable requirements of 40 CFR Part 60, Appendix F, 40 CFR Part 75 Appendix B, and 310 CMR 7.00.  
 

17) Berkshire Power shall monitor and record the sulfur content and gross caloric value of natural gas in 
accordance with 40 CFR Part 60 Subpart GG Section 60.334 and 40 CFR Part 75 Appendix D Section 2.3, as 
applicable. 

18) Berkshire Power shall install and operate continuous monitors to monitor temperatures at the inlets to the CO 
and NOx catalysts. The systems will be equipped with either an alarm or interlocking protection or isolation 
system. 
 

19) Berkshire Power shall operate a continuous monitoring system to record fuel consumption in accordance with 
40 CFR Part 75. 
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Table 3 
EU# Monitoring and Testing Requirements  

20) Berkshire Power shall monitor and record the sulfur content, density and gross calorific value of distillate oil in 
accordance with the applicable provisions of 40 CFR Part 60 Subpart GG Section 60.334 and 40 CFR Part 75 
Appendix D Section 2.2. 
 

21) Prior to commissioning the combustion turbine on distillate oil, Berkshire Power shall install and operate a 
continuous opacity monitoring system ("COMS") including a DAS to continuously monitor and record the stack 
opacity when combusting oil. 
 

22) When combusting distillate oil in the combustion turbine, Berkshire Power shall use and maintain a COMS as a 
“direct compliance” monitor for opacity.  
 

23) When combusting distillate oil in the combustion turbine, Berkshire Power shall operate the COMS at all times 
except for periods of COMS QA/QC activities, calibration checks, zero and span adjustments, COM 
malfunction, maintenance or repair. 
 

24) Berkshire Power shall equip the COMS with audible and visible alarms to activate when emissions exceed the 
limits established in Tables 1 and 2. 
 

25) Berkshire Power shall obtain and record valid opacity data from the COMS for at least 95% of the hours per 
calendar quarter that the combustion turbine operates on distillate oil. Invalid hours due to periods of COMS 
QA/QC activities, calibration checks, zero and span adjustments, and preventive maintenance may be 
excluded from the 95% requirement. 
 

26) Berkshire Power shall monitor all operations to ensure sufficient information is available to comply with 310 
CMR 7.12 Source Registration. 
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Table 4 
EU# Record Keeping Requirements  
EU 1 
and 
EU 2 

1) Berkshire Power shall maintain for the life of the Facility all pertinent operating and monitoring records and logs 
that support the facility’s ability to demonstrate compliance with this Plan Approval. Berkshire Power shall make 
available to the MassDEP for inspection upon request the five most recent years’ data. 

 
2) Berkshire Power shall maintain records of natural gas and fuel oil sampling and analysis in accordance with 40 

CFR 60 Subpart GG and 40 CFR 40 Appendix D, as applicable.  
 
3) Berkshire Power shall maintain on-site records of output from all continuous monitors for flue gas emissions, fuel 

consumption, and CO and NOx control system inlet temperatures, and shall make these records available to the 
MassDEP on request.  

 
4) Berkshire Power shall maintain a written log to record each period that distillate oil is fired in the combustion 

turbine. The log shall indicate the date, duration of firing, amount of oil fired, and name of the operator making the 
entry.  

 
5) Berkshire Power shall maintain a log to record problems, upsets or failures associated with the emission control 

system, CEMs, COMS, or ammonia handling system.  
 
6) Berkshire Power shall comply with all applicable recordkeeping requirements contained in 40 CFR Parts 72 and 

75. 
 
7) Berkshire Power shall maintain comprehensive and accurate records of the amount of formaldehyde emitted 

from EU #1 and EU #2 with supporting calculations in units of lb/MMBtu (based on a 1-hour block average), 
lb/hour (based on a 1-hour block average) and tons in any 12 consecutive month period. 

 
8) Berkshire Power shall maintain adequate records on-site to demonstrate compliance with all operational, 

production, and emission limits contained in Tables 1 and 2 herein. Records shall also include the actual 
emissions of air contaminant(s) emitted for each calendar month and for each consecutive twelve month period 
(current month plus prior eleven months). These records shall be compiled no later than the 15th day following 
each month. 

 
9) Berkshire Power shall maintain a copy of this Plan Approval and underlying Application for the emission units 

approved herein on-site. 
 
10) Berkshire Power shall maintain a record of all malfunctions affecting air contaminant emission rates on the 

approved emission units, pollution control devices and monitoring equipment. At a minimum, the records shall 
include: date and time the malfunction occurred; description of the malfunction; corrective actions taken; the date 
and time corrective actions were initiated and completed; and the date and time emission rates and monitoring 
equipment returned to compliant operation. 

 
11) Berkshire Power shall maintain records to ensure sufficient information is available to comply with 310 CMR 7.12 

Source Registration. 
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Table 5 
EU# Reporting Requirements  
EU 1  
and 
EU 2 

1) Berkshire Power shall notify the MassDEP immediately by telephone and within 3 working days, in writing, 
following the release or the threat of a release of ammonia, and/or upsets or malfunctions to the ammonia 
handling or delivery systems. Berkshire Power must comply with all notification procedures required under 
M.G.L. c. 21 E -Spill Notification Regulations.  

 
2) Berkshire Power shall submit a report monthly to the MassDEP at 436 Dwight Street, Springfield, MA 01103. The 

report will be submitted by the 15th of the following month and will minimally contain the following information.  
 

a. A summary of emission data showing any deviations from allowable emission levels or operating conditions. 
The report shall quantify and explain any such deviations to the extent possible. 

 

b. Upsets or failures associated with the emission control system or continuous monitoring equipment. For each 
upset or failure, the report shall include the duration, the causes, any action taken to remedy the problem and 
the amount of any emission exceedances.  

 

c. Each period during which there was any firing of distillate oil. The report shall include the date of oil firing, the 
amount of oil fired, the reasons and duration of firing. This report shall summarize year-to-date the number of 
hours of firing distillate oil and the total amount of distillate oil burned.  

 

d. A tabulation of periods of operation (dispatch).  
 
3) Berkshire Power shall comply with all applicable reporting requirements contained in 40 CFR Parts 72 and 75. 
 
4) Berkshire Power shall submit to MassDEP all information required by this Plan Approval over the signature of a 

“Responsible Official” as defined in 310 CMR 7.00 and shall include the Certification statement as provided in 
310 CMR 7.01(2)(c). 

 
5) Berkshire Power shall notify the Western Regional Office of MassDEP, BWP Permit Chief by telephone, mail or 

fax [413-784-1149], as soon as possible, but no later than three (3) days after discovery of an exceedance(s) of 
an emission limit requirement, unless such immediate notification is exempted by MassDEP Title V Air Operating 
Permit reporting guidelines. A written report shall be submitted to BWP Permit Chief at MassDEP within ten (10) 
days thereafter and shall include: identification of exceedance(s), duration of exceedance(s), reason for the 
exceedance(s) or continuous emission monitoring equipment failure, corrective actions taken, and action plan to 
prevent future exceedance(s). 

 
6) Berkshire Power shall report annually to MassDEP, in accordance with 310 CMR 7.12, all information as required 

by the Source Registration/Emission Statement Form. The Permittee shall note therein any minor changes 
(under 310 CMR 7.02(2)(e), 7.03, 7.26, etc.), which did not require Plan Approval. 

 
7) Berkshire Power shall provide a copy to MassDEP of any record required to be maintained by this Plan Approval 

within 30-days from MassDEP’s request. 
 
8) Berkshire Power shall submit to MassDEP for approval a stack emission pretest protocol, at least 30 days prior to 

emission testing, for emission testing as defined in Monitoring and Testing Requirements. 
 
9) Berkshire Power shall submit to MassDEP a final stack emission test results report, within 45 days after emission 

testing, for emission testing as defined in Monitoring and Testing Requirements. 
 

10) Berkshire Power shall notify MassDEP in writing at least three (3) business days prior to any Equipment Tuning 
or Re-Commissioning events as defined herein. 
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4. SPECIAL TERMS AND CONDITIONS  
The Permittee is subject to, and shall comply with, the Special Terms and Conditions as 
contained in Table 6 below: 

 

Table 6 
EU# Special Terms and Conditions  
EU 1 
and 
EU 2 

1) Berkshire Power shall ensure that natural gas sulfur content shall not exceed 0.8 grains per 100 ft3. 
 
2) Berkshire Power shall ensure that oil sulfur content shall not exceed 0.05% by weight.  
 
3) Berkshire Power shall limit Facility-wide emissions of hazardous air pollutant(s) ("HAPs") to less than 10 tons per 

12-month rolling total of any single HAP and less than 25 tons per 12-month rolling total of all HAPs combined. 
 
4) Berkshire Power shall ensure that during periods of PLS, Equipment Tuning or Re-Commissioning all 

reasonable attempts are made to limit the amount of air emissions. 
 
5) Berkshire Power shall ensure that the Facility's cooling tower(s) use no chromium-based water treatment 

chemicals, in accordance with 40 CFR Part 63 Subpart Q.  
 
6) Berkshire Power shall store the standard operating and maintenance procedures for the ammonia handling 

system in a convenient location (control room/technical library) and make them readily available to all 
employees.  

 
7) Berkshire Power shall comply with all provisions of 40 CFR Parts 72 and 75 that are applicable to this Facility.  
 
8) Once the Facility has operated commercially on oil for 720 hours, and if the Facility intends to startup or 

shutdown on oil, the Facility will submit oil startup and shutdown emission rates, as applicable, to MassDEP for 
review. 

 
9) Pursuant to 310 CMR 7.00 Appendix C (8)(d)3., Berkshire Power may make the approved changes herein, 

upon receipt by the MassDEP of a BWP AQ 10 Operating Permit Minor Modification application. 
 
10) Berkshire Power shall not burn distillate oil during the time period May 1 through September 30 inclusive of any 

calendar year, except during initial compliance testing, initial plant demonstration and performance testing, or in 
the event of a power supply emergency.  
 

"Power supply emergency" is defined as when Berkshire Power has been notified by the fuel supplier that 
Berkshire Power cannot take natural gas and also been notified that an electrical supply emergency exists and 
all available generation must be put on-line at maximum output. 
 

11) Berkshire Power shall ensure that the SCR control equipment for the combustion turbine is operational 
whenever the turbine is operated at 50% power or greater.  

 
12) Berkshire Power shall allow the combustion turbine to operate at less than 50% power output only during 

startup, shutdown, protective load shed (PLS) events, equipment tuning or re-commissioning. Operation at 
these loads is limited to no more than 180 minutes for each startup, 60 minutes for each shutdown, 240 minutes 
for a PLS event, 240 minutes per equipment tuning event or 30 hours for each re-commissioning event. 

 
13) Berkshire Power shall at all times keep enough of the ball-plastic baffles within the containment area around the 

ammonium hydroxide storage tank to provide 91% surface coverage of any spilled ammonium hydroxide. The 
balls must be free of restrictions that would inhibit their floatation.  
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Table 6 
EU# Special Terms and Conditions  

14) Berkshire Power shall maintain in the Facility control room portable ammonia detectors (e.g. draeger tubes) for 
use during a spill or atypical atmospheric release. 

 
15) Berkshire Power shall properly train all personnel to operate the Facility and pollution control equipment in 

accordance with vendor specifications. All persons responsible for the operation of the ammonia handling and 
SCR control systems shall sign a statement affirming that they have read and understand the Facility’s standard 
operating and standard maintenance procedures. This training shall be updated at least once annually.  

 
16) Berkshire Power shall maintain on-site for the CEMs and COM equipment, an adequate supply of spare parts to 

maintain the on-line availability and data capture requirements specified herein. 
 
17) Berkshire Power shall comply with all applicable operational standards contained in 40 CFR Parts 72 and 75.  
 
18) Berkshire Power shall comply with the Allowable Noise Impacts limits specified in the following table: 

 

Allowable Noise Impacts  
Noise Receptors Nighttime 

Ambient 
L90 (dBA) 

Nighttime 
Ambient + Plant 

L90 (dBA) 

Nighttime 
Change 

Daytime Ambient 
L90 (dBA) 

Daytime Ambient 
+ Plant 

L90 (dBA) 

Daytime 
Change 

1. Moylan Lane 33 41 +8 43 45 +2 

2. Shoemaker Lane 31 38 +7 39 41 +2 

3. Silver Lake 38 41 +3 47 48 +1 
4. Doane Avenue 31 38 +7 42 43 +1 

5. Route 75 40 42 +2 48 48 +0 

6. NE property line (1) - - - 43 56 +13 

7. SE property line - - - 47 52 +5 
8. SW property line - - - 47 53 +6 

9. NW property line - - - 46 55 +9 
(1) The nighttime levels at the property line locations were not measured as the abutting land use is industrially 
zoned and there are no residences or noise sensitive receptors nearby. 
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B. The Permittee shall install and use an exhaust stack, as required in Table 7, on  
the Emission Units that is consistent with good air pollution control engineering 
practice and that discharges so as to not cause or contribute to a condition of air 
pollution. The exhaust stack shall be configured to discharge the gases vertically 
and shall not be equipped with any part or device that restricts the vertical 
exhaust flow of the emitted gases, including but not limited to rain protection 
devices known as “shanty caps” and “egg beaters.”   

 
C. The Permittee shall install and utilize exhaust stack(s) with the following 

parameters, as contained in Table 7, for the Emission Units that are regulated by 
this Plan Approval: 

 

Table 7 

EU# 
Stack Height  

Above Ground  
(feet) 

Stack Inside  
Exit Dimensions  

(feet) 

Stack Gas  
Exit Velocity Range 

(feet per second) 

Stack Gas  
Exit Temperature Range  

(degrees Fahrenheit) 

EU 1 
and 

EU 2 

125 18 39 – 68 197 – 276 

 
 

5. GENERAL CONDITIONS 
The Permittee is subject to, and shall comply with, the following general conditions: 
 
A. Pursuant to 310 CMR 7.01, 7.02, 7.09 and 7.10, should any nuisance 

condition(s), including but not limited to smoke, dust, odor or noise, occur as the 
result of the operation of the Facility, then the Permittee shall immediately take 
appropriate steps including shutdown, if necessary, to abate said nuisance 
condition(s). 

 
B. If asbestos remediation/removal will occur as a result of the approved 

construction, reconstruction, or alteration of this Facility, the Permittee shall 
ensure that all removal/remediation of asbestos shall be done in accordance with 
310 CMR 7.15 in its entirety and 310 CMR 4.00.  

 
C. If construction or demolition of an industrial, commercial or institutional building 

will occur as a result of the approved construction, reconstruction, or alteration of 
this Facility, the Permittee shall ensure that said construction or demolition shall 
be done in accordance with 310 CMR 7.09(2) and 310 CMR 4.00. 

 
D. Pursuant to 310 CMR 7.01(2)(b) and 7.02(7)(b), the Permittee shall allow 

MassDEP and / or USEPA personnel access to the Facility, buildings, and all 
pertinent records for the purpose of making inspections and surveys, collecting 
samples, obtaining data, and reviewing records. 
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E. This Plan Approval does not negate the responsibility of the Permittee to comply 
with any other applicable Federal, State, or local regulations now or in the future.  

 
F. Should there be any differences between the Application and this Plan Approval, 

the Plan Approval shall govern.  
 
G. Pursuant to 310 CMR 7.02(3)(k), MassDEP may revoke this Plan Approval if the 

construction work is not commenced within two years from the date of issuance 
of this Plan Approval, or if the construction work is suspended for one year or 
more. 

 
H. This Plan Approval may be suspended, modified, or revoked by MassDEP if 

MassDEP determines that any condition or part of this Plan Approval is being 
violated. 

 
I. This Plan Approval may be modified or amended when in the opinion of 

MassDEP such is necessary or appropriate to clarify the Plan Approval 
conditions or after consideration of a written request by the Permittee to amend 
the Plan Approval conditions.  

 
J. The Permittee shall conduct emission testing, if requested by MassDEP, in 

accordance with USEPA Reference Test Methods and regulation 310 CMR 7.13. 
If required, a pretest protocol report shall be submitted to MassDEP at least 30 
days prior to emission testing and the final test results report shall be submitted 
within 45 days after emission testing. 

 
K. Pursuant to 310 CMR 7.01(3) and 7.02(3)(f), the Permittee shall comply with all 

conditions contained in this Plan Approval. Should there be any differences 
between provisions contained in the General Conditions and provisions 
contained elsewhere in the Plan Approval, the latter shall govern. 

 
 
6. MASSACHUSETTS ENVIRONMENTAL POLICY ACT  
MassDEP has determined that the filing of an Environmental Notification Form (ENF) 
with the Secretary of Energy & Environmental Affairs, for air quality control purposes, 
was not required prior to this action by MassDEP. Notwithstanding this determination, 
the Massachusetts Environmental Policy Act (MEPA) and 301 CMR 11.00, Section 
11.04, provide certain “Fail-Safe Provisions,” which allow the Secretary to require the 
filing of an ENF and/or an Environmental Impact Report (EIR) at a later time. 
 
7. APPEAL PROCESS  
This Plan Approval is an action of MassDEP. If you are aggrieved by this action, you 
may request an adjudicatory hearing. A request for a hearing must be made in writing 
and postmarked within twenty-one (21) days of the date of issuance of this Plan 
Approval. 
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Under 310 CMR 1.01(6)(b), the request must state clearly and concisely the facts, 
which are the grounds for the request, and the relief sought. The hearing request along 
with a valid check payable to the Commonwealth of Massachusetts in the amount of 
one hundred dollars ($100.00) must be mailed to: 
 

Commonwealth of Massachusetts 
Department of Environmental Protection 
P.O. Box 4062 
Boston, MA  02211 

 
This request will be dismissed if the filing fee is not paid, unless the appellant is exempt 
or granted a waiver as described below. The filing fee is not required if the appellant is a 
city or town (or municipal agency), county, or district of the Commonwealth of 
Massachusetts, or a municipal housing authority. 
 
MassDEP may waive the adjudicatory hearing-filing fee for a person who shows that 
paying the fee will create an undue financial hardship. A person seeking a waiver must 
file, together with the hearing request as provided above, an affidavit setting forth the 
facts believed to support the claim of undue financial hardship. 
 
Should you have any questions concerning this Plan Approval, please contact John 
Kirzec at 413-755-2225, or in writing at the letterhead address. 

 
 
      Sincerely,    
 

 
  

__________________ 
Marc Simpson 
Permit Chief 
Western Region 
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