	Report Instructions: Emissions during Startup, Shutdown, or Malfunction

	
	
	

	

	

	BASIC INFORMATION

	
	
	

	
	
	

	Report DESCRIPTION
	This report describes continuous monitored levels of the following pollutants and parameters during facility startup, shutdown, and malfunction.  Values for the following pollutants and operating parameters must be reported for all startup and shutdown events.  Values for each pollutant and operating parameter must be reported for each malfunction event for which an emission limit or operating parameter is exceeded.  Note that the standards and limits for the pollutants and parameters do not apply during these events. See the APPENDIX for definitions section for definitions of startup, shutdown, and malfunction.

	
	· Opacity

	
	· Sulfur Dioxide (SO2)

	
	· Nitrogen Oxides (NOx)

	
	· Carbon Monoxide (CO)

	
	· Unit Load   

	
	· Particulate Matter Control Device Inlet Temperature   (PMCDT) 

	
	

	REGULATORY CITATION
	This report satisfies the requirements of 310 CMR 7.08(2)(i)1.d. (for startup, shutdown and malfunction data)

	
	

	REPORTING FREQUENCY
	Annual report

	
	

	DUE DATE
	February 15th following the calendar year that the data covers.

	
	

	
	

	

	

	FACILITY INFORMATION 

	
	

	Facility 
	Enter the name of the facility.

	
	

	SSEIS number
	Enter the SSEIS identification number for the facility.  

  

	
	Facility
	SSEIS identification number 

	
	SEMASS
	120/1

	
	Wheelabrator-N Andover 
	121/261

	
	Wheelabrator-Millbury
	118/419

	
	Covanta
	121/7

	
	Wheelabrator-Saugus  
	119/7654

	
	  Energy Answers Pittsfield                     117/4

	
	  Energy Answers Springfield                  042/6

	MWC Unit Number
	The number the facility has assigned to the municipal waste combustor unit(s) included in the report.

	
	
	

	Reporting Period
	Enter the calendar year covered in the report.

For example, enter” 2001” for the report submitted on February 15, 2002 covering calendar year 2001

	
	

	Is Diluent CO2?
	If the diluent monitor is CO2: Answer YES

If the diluent monitor is not CO2: Answer NO

	
	

	
	

	 Startup, shutdown, and malfunction  DATA 

	
	

	
	

	Start Date MM/DD/YYYY
	The date on which the startup, shutdown, or malfunction event started in MM/DD/YYYY form.

For example: January 2, 2003 is reported as: 01/02/2003

	
	

	Finish Date MM/DD/YYYY
	The date on which the startup, shutdown, or malfunction event ended.

	
	

	Start Time HH:MM
	The time the startup, shutdown, or malfunction event started, in military time.

For example:  1:15 pm is expressed as 13:15

	
	

	Finish Time HH:MM
	The time the startup, shutdown, or malfunction event ended.

	
	
	

	Indicate Occurence
	Enter:

“ST” (for startup), 

“SH” (for shutdown)

“M” (for malfunction).



	
	

	Specific Reason for Occurrence 
	Briefly explain the cause of the occurrence. Also provide any additional explanations for the data being reported. 

  

	
	

	Averaging period
	The regulation 310 CMR 7.08(2)(i)1.d requires that the pollutant/parameter value during each startup, shutdown or malfunction event be reported.  The regulation 310 CMR 7.08(2)(h)2 requires the following records to be maintained: 6-minute opacity averages and 1hour SO2, CO, NOx, Unit Load, and PMCD temperature averages.

The facility shall comply by reporting the maximum recorded value for each pollutant/parameter during each event.    

	
	

	Opacity
	Enter the maximum six-minute average percent opacity during the startup, shutdown or malfunction event.

In addition, the facility may report the recorded values during the other six-minute blocks of the event’s duration. The facility may also include additional averaging data for the compliance period(s) that encompass the specific event 

Explain additional information in the “Specific Reason For Occurrence” field.    

.

	
	

	SO2
	Enter the maximum one-hour average Sulfur Dioxide concentration (ppmv,d @ 7% O2) during the startup, shutdown or malfunction event.

In addition, the facility may report the recorded values during the other hour blocks of the event’s duration. The facility may also include additional averaging data for the compliance period(s) that encompass the specific event 

Explain additional information in the “Specific Reason For Occurrence” field.  



	
	

	NOx
	Enter the maximum one-hour average Nitrogen Oxides concentration (ppmv,d @ 7% O2) during the startup, shutdown or malfunction event.

In addition, the facility may report the recorded values during the other hour blocks of the event’s duration. The facility may also include additional averaging data for the compliance period(s) that encompass the specific event 

Explain additional information in the “Specific Reason For Occurrence” field.  



	
	

	CO
	Enter the maximum one-hour average Carbon Monoxide concentration (ppmv,d @ 7% O2) during the startup, shutdown or malfunction event.  

In addition, the facility may report the recorded values during the other hour blocks of the event’s duration. The facility may also include additional averaging data for the compliance period(s) that encompass the specific event 

Explain additional information in the “Specific Reason For Occurrence” field. 



	
	

	Unit Load
	Enter the maximum one-hour average unit load in kilo-pounds/hr of steam during the startup, shutdown or malfunction event.

In addition, the facility may report the recorded values during the other hour blocks of the event’s duration. The facility may also include additional averaging data for the compliance period(s) that encompass the specific event 

Explain additional information in the “Specific Reason For Occurrence” field. 



	
	

	PMCDt 
	Enter the maximum one-hour average particulate matter control device inlet temperature (in degrees Fahrenheit or degrees Celsius) during the startup, shutdown or malfunction event.

In addition, the facility may report the recorded values during the other hour blocks of the event’s duration. The facility may also include additional averaging data for the compliance period(s) that encompass the specific event 

Explain additional information in the “Specific Reason For Occurrence” field.  




