5311.4.3 Landings at Doors. There shall be a floor or landing on each side of each exterior door.

Exceptions:

1. Where a stairway of two or fewer risers is located on the exterior side of a door, other than the required exit door, a landing is not required for the exterior side of the door. The floor or landing at the exit door required by 780 CMR 5311.4.1 shall not be more than 1½ inches (38 mm) lower than the top of the threshold. The floor or landing at exterior doors other than the exit door required by 780 CMR 5311.4.1 shall not be required to comply with this requirement but shall have a rise no greater than that permitted in 780 CMR 53 11.5.3.

2. The landing at an exterior doorway shall not be more than 7½ inches (196 mm) below the top of the threshold, provided the door, other than an exterior storm or screen door does not swing over the landing. The width of each landing shall not be less than the door served. Every landing shall have a minimum dimension of 36 inches (914 mm) measured in the direction of travel.

5311.4.4 Type of Lock or Latch. All egress doors shall be readily openable from the side from which egress is to be made without the use of a key or special knowledge or effort.

5311.5 Stairways.

5311.5.1 Width. Stairways shall not be less than 36 inches (914 mm) in clear width at all points above the permitted handrail height and below the required handrail height. Handrails shall not project more than 4½ inches (114 mm) on either side of the stairway and the minimum clear width of the stairway at and below the handrail height, including treads and landings, shall not be less than 31½ inches (797 mm) where a handrail is installed on one side and 27 (698 mm) where handrails are provided on both sides.

Exception: The width of spiral stairways shall be in accordance with 780 CMR 5311.5.8.

5311.5.2 Headroom. The minimum headroom in all parts of the stairway shall not be less than six feet six inches (1981 mm) measured vertically from the sloped plane adjoining the tread nosing or from the floor surface of the landing or platform.

Exception: Minimum headroom under a sloped ceiling in an existing building shall be maintained for a minimum width of 36 inches (914 mm) as measured from the side of the stair with the continuous handrail.

5311.5.3 Stair treads and risers.

5311.5.4 Landings for Stairways. There shall be a floor or landing at the top and bottom of each stairway.

Exception A floor or landing is not required at the top of an interior flight of stairs, provided a door does not swing over the stairs.

A flight of stairs shall not have a vertical rise greater than 12 feet (3658 mm) between floor levels or landings.

The width of each landing shall not be less than the stairway served. Every landing shall have a minimum dimension of 36 inches (914 mm) measured in the direction of travel.

5311.5.5 Stairway Walking Surface. The walking surface of treads and landings of stairways shall be sloped no steeper than one unit