
Next Generation 9-1-1 Emergency Communications System Request for Response 
Question & Answers – March 18, 2014 

 
Q1: Do the existing DLRs have to be mounted in the newly provided cabinets?  If so, please 

provide the specific space and power requirements. 
 
A1:  The RFR (Section 8.17.8) has been amended to require that the bidder shall provide 

a mounting solution adjacent to or within the same cabinet or rack that housed the 
Next Generation 911 CPE for the existing DLRs and for any new DLRs. 

 
The EQAIS4U is deployed at all PSAPs and has a non- rack mountable NAS that is 
8.07 x 5.28 x2.4 inches, with a 12v/2A power adapter. The EQSE3U is an additional 
DLR deployed at Framingham State Police and Essex County Sheriff as the primary 
DLR deployed in the E911 equipment rack and has the EQNAS.  See the chart 
below.  All appliances use a plug type of 5-15P. 

 
 

 
 
 
 

 
 
 
 
 
 
 
 
 
 
 

Appliance 
(single) Height Width Depth Power Draw 

(Max) BTU/hr 

EQAIS4U 7" 19" 20.1" 
*+5V 35A, 
+12V 18A, 
+3.3V 24A,  

1,100/hr 

EQSE3U 5.2 17.2 25.5 +12V/106.7A, 
+5Vsb/4A 

1400 
BTU/hr 

EQNAS 1.68 18.98 23.9 4.8 A – 2.4 A 
(X2)  

1666 
BTU/hr* 


