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APS Regulations & Guidelines – Renewable Thermal (Biomass) 

Performance Requirements for Wood Pellet Boilers 
Pursuant to the Alternative Energy Portfolio Standard Regulations at 225 CMR 

16.00. Table 3 (page 7) has a list of performance requirements (see next page).  

A Thermal Efficiency requirement makes sense to include, for obvious reasons. 

First Issue:  Multi-Pass Heat Exchanger 

The multi-pass heat exchanger requirement should be deleted.  This requirement 

is intended to ensure high efficiency, but this has already been taken care of with 

the efficiency requirement.  Mandating one particular boiler design does not 

make sense.  It's technically possible to meet the efficiency requirement with a 

single or double pass through the heat exchanger, and it may make sense to do 

so, particularly with smaller boilers.  Note:  The requirement is a holdover from 

earlier times when efficiency claims were fudged or simply made up by some 

manufacturers.  This was before the EPA came out with its NSPS which closed 

that loophole. [ see United States Environmental Protection Agency (EPA) 

Residential Heater NSPS 40 CFR Part 60 subpart QQQQ] 

Second Issue:  Pressurization Requirements 

ASME certification should not be required for residential installations with heat 

output of less than 200,000 BTU/Hour.  Contrary to widespread belief, there is no 

such requirement  in the state regulations. This fact has been checked and 

confirmed with the Massachusetts Board of Boiler Rules.  I suggest adding an 

extra line:  the first for commercial boilers requiring ASME, and the second for 

residential boilers below 200,000 BTU/Hour output.  Note: This goes for water 

heaters and buffer tanks, which are not ASME-certified and tested in sizes below 

120 gallons. 

Third Issue:  Pellet Deliveries 

Bulk pellet delivery is not economic and not an environmentally sound way to 

obtain wood pellets when a bulk pellet truck is forced to drive long distances for 

small deliveries (3 tons is typical for residential delivery).  Therefore, I believe an 

exception to this bulk pellet delivery requirement should be made for residences 

where bulk pellet delivery is very distant.  I suggest a 60 mile or 90 minute limit. 

Thanks very much. 

George Whiting 
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See also http://www.mass.gov/eea/docs/doer/renewables/thermal/guideline-on-biomass-biogas-

and-biofuels.pdf  Page 6 Table 2 Performance Requirements 
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